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p greater an 60 m (200"
RIGHT LA centers through the G20-1103(0)-3660
CLOSED % 150 m +o 750 m remainder of the work area.
(500" (25001
W20-1(0)-48
W20-5(0)-48 GENERAL NOTES
. W4-2R(0)-48 . . . - .
For maintenance This sfqndord is used where at any time @ Undivided roadway only with left lane
and utility any vehicle, equipment, workers or their closure in opposite direction.
projects activities will encroach on the lane adjacent
to the shoulder, or on the shoulder within (@ omitted when median is less than 3 m (10°).
600 mm (24") of the edge of pavement
for day light operation exceeding one day. @ Reflectorized temporary pavement marking
W21-4(0)-48 Thi + | . . tape shall be placed throughout the taper
L = lane width X taper ratio is standard also applies when work s and for 90 m (300" along-side the work
being performed in the left lane. Under area where the closure time is greater
Normal Posted Speed Taper Ratio fhese conditions LEFT LANE CLOSED signs than fourteen days. The edge line shall be
km/h mph sholl beosubszlj‘g;eéi :.O'Iil RICHT L.ANE ChOﬁEB yellow for left lane closures. Raised
110 ec 651 signs. On undivided highways, signs shall be reflectorized pavement markers at
100 60 eo/1 added in the opposite qlrecflon as shpwn. 8 m (25) centers may be used to
90 £ 551 On left lane closures with narrow medians, supplement the pavement marking tape.
80 2= 2571 the arrow board at the beginning .of the
Ifne closure shall be relc;(r:jm;ed blehlnd the (@ Construction speed limit signs and FLAGGER
SYMBOLS aper ds neoessoryl SO ar a cleardnce signs shall be moved as necessary fto main-
of at least 1.2 m (4" can be maintained +ain a spacing of 150 m (500" to 750 m
from the opposing traffic. (2500") between the FLAGGER sign and
Arrow board A check barricade shall be placed in the each separate work activity.
Work area middle of the closed lane and atf the The flaggers shall be stationed approximate
shoulder at 300 m (1000" centers. 60 m (200" in advance of the work party.
Sign
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ENGINEER OF DESIGNZAND ENVIRONMENT

Barricade or drum

Drum with steady burning
monodirectional light

. o N

Flagger with traffic control sign

ﬁ Construction speed limit sign

All dimensions are in milimeters (inches)
unless otherwise shown.

DATE REVISIONS

LANE CLOSURE

1-1-97

Renum. Standard 2316-l16.

Del. orange flags.

Added

MUL TILANE

GN. Rev. Barr. symbol.

FOR SPEEDS > 45 MPH

10-1-95

Rev. arrowboard, flagger

symbols and W4 signs to

STANDARD 701401

be filled in. Rem. DN sym.




